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Levitated nano-oscillators are seen as promis-
ing platforms for testing fundamental physics and
testing quantum mechanics in a new high mass
regime [1–5]. Levitation allows extreme isolation
from the environment, reducing the decoherence
processes that are crucial for these sensitive ex-
periments [6–9]. A fundamental property of any
oscillator is its linewidth and mechanical qual-
ity factor, Q. Narrow linewidths in the micro-
Hertz regime and mechanical Q’s as high as 1012
have been predicted for levitated systems [10],
but to date, the poor stability of these oscillators
over long periods have prevented direct measure-
ment in high vacuum. Here we report on the
measurement of an ultra-narrow linewidth levi-
tated nano-oscillator, whose width of 81± 23µHz
is only limited by residual gas pressure at high
vacuum. This narrow linewidth allows us to put
new experimental bounds on dissipative mod-
els of wavefunction collapse including continuous
spontaneous localisation and Dio´si-Penrose [11–
17] and illustrates its utility for future precision
experiments that aim to test the macroscopic lim-
its of quantum mechanics [18, 19].
Levitated oscillators formed by trapping neutral and
charged nanoparticles in optical [10, 20, 21], electric [7,
22] or magnetic fields [23, 24] are unlike any other op-
tomechanical platform in that the oscillator’s properties
can be widely tuned by control of the levitating fields.
The fields can even be turned-off, offering low noise, field
free, measurements for short periods of time [5, 25]. A
fundamental property of any oscillator is its linewidth
and mechanical quality factor, Q. Narrow linewidths in
the sub-microHertz range and quality factors has high
as 1012 have been predicted for optical levitated sys-
tems. However, the poor stability of these oscillators
over long periods, coupled with their tendency to oper-
ate in anharmonic/non-linear regimes has prevented di-
rect measurement of the predicted narrow linewidths in
high vacuum. For many levitated systems, the measured
linewidths deviate from those predicted even at moderate
vacuum in the 10−4-10−5 mbar range. The reduction of
noise introduced by the levitating fields is a key challenge
for achieving a stable oscillator. A fundamental limiting
noise for optical levitation is the recoil of photons from
the levitation laser itself [6], while internal heating via
absorption of laser light leads to motional heating [26].
In contrast, a charged nanoparticle that is levitated using
electrodynamic fields within a Paul trap, is an attractive
levitated system as it is free from recoil induced heat-
ing [7, 22] while only low light intensities are required
for detection. In addition, large well depths in excess
of 1 eV (106 K) allow operation of the trap in the har-
monic regime, even for temperatures exceeding 300 K.
We have recently demonstrated [27] that the charge on
nanosphere in a Paul trap is stable over many weeks of
measurement allowing stable oscillation frequencies lim-
ited only by the noise and drifts in the applied electric
fields and environmental disturbances.
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FIG. 1: Schematic view of the experiment. A silica nano-
particle is levitated in a linear Paul trap at high vacuum.
The motion is detected by illuminating the particle with a
wide green laser field and imaging the light scattered at 90◦.
Here we report on a stable levitated nanoparticle os-
cillator operating at pressures down to 10−7 mbar in a
room temperature environment. We outline the applica-
tion of a phase sensitive detection method that allows us
to remove the small residual variations in the trapping
potential over the very long timescales required to mea-
sure an ultra-low linewidth of 81± 23µHz. This is to the
best of our knowledge, the narrowest linewidth measured
for a mechanical oscillator and paves the way for future
precision experiments using levitated systems. We also
characterise the important noise sources for this oscilla-
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2tor and outline a means to achieve even lower linewidth
measurements and higher Q experiments for future ex-
periments to test the macroscopic limits of quantum me-
chanics. Finally, we use our current oscillator to place
new bounds on dissipative wavefunction collapse models.
We create our levitated nano-oscillator by trapping
commercial silica nanospheres of radius 230 nm in high
vacuum within a linear Paul trap. An illustration of the
trap is shown in Fig. 1. It consists of four stainless steel
rods (0.5 mm diameter) held in position by two supports
made from printed circuit boards (PCB) [28] that are
7.0 mm apart. Two of the electrodes along one diago-
nal are grounded and the other two are driven by an AC
electric field which provides a trapping potential in the
plane perpendicular to the rods axis. To generate 3D con-
finement, two additional ring end-cap electrodes, coaxial
with the trap and printed directly on the PCB holders
(not shown [27]), are kept at a DC constant voltage. The
particles are injected in low vacuum (∼ 10−1 mbar) by
means of electrospray ionisation. A quadrupole mass fil-
ter [29] guides the particles from the input skimmer to the
trapping region, which allows a better charge-to-mass ra-
tio selection and an increased particle flux into the trap.
The typical charge-to-mass ratio we levitate with this
approach is between 0.05 and 2 C/kg.
We exploit a simple detection scheme [30], where the
trapped nanoparticle is illuminated with a 532 nm laser
and the light scattered from it at 90◦ is collected by a
zoom objective lens and imaged onto a CMOS camera.
The particle position is extracted by locating the coordi-
nates of the brightest pixel. This simple approach allows
real time acquisition of the particle motion in the plane
defined by the field of view of the camera. The maximum
sample rate ranges from 500 Hz to 800 Hz which is suffi-
cient for resolving the low secular frequencies in the trap.
The laser beam waist is 250µm located near the trap cen-
ter with a typical laser power of 40 mW. The low intensity
guarantees that the particle is not heated and that the
internal temperature remains close to 300 K [26]. Addi-
tionally, shot noise recoil heating from the probe beam is
also negligible.
The oscillator dynamics are described by a set of Math-
ieu equations. The resulting trajectories are stable if the
a and q parameters fall into the well known stability re-
gion [31]. Under the additional condition of q <∼ 0.4,
a pseudo-potential approximation provides a very good
description of the particle motion. In this case, the trap-
ping potential is harmonic with frequencies along the i-
axis given by ωi ∼= ωd/2
√
ai + q2i /2. Collisions with the
residual gas result in a damped harmonic motion driven
by a stochastic force, Fth, with power spectral density
(PSD) SFthFth = 2 kBTmγ. An example of such thermal
motion obtained with our detection scheme is shown in
Fig. 2. At the lowest pressure, other noise sources such as
voltage noise on the trap electrodes or ambient displace-
ment noise become important and must be controlled for
stable operation.
One of the main advantages of the levitated plat-
form lies in the possibility of achieving a very small
coupling between the oscillator and the thermal bath.
Assuming a particle internal temperature at equilib-
rium with the background gas at temperature T, in-
elastic collisions provide a damping rate given by γ =
4pimgR
2vtPg/(3kBTm)(1 + pi/8) [32, 33], where vt =√
8kBT/(pim) is the gas thermal velocity, mg the molecu-
lar mass and Pg is the residual gas pressure. At relatively
high pressures the damping rate can be accurately mea-
sured, even for large particles (i.e. ∼ 130µm), however,
as the pressure is reduced, it becomes increasingly diffi-
cult to perform accurate direct measurements. There are
many examples in the literature demonstrating a satura-
tion of the linewidth for levitated systems [8, 9]. Spectral
estimation requires continuous monitoring for time scales
much longer than the correlation time (2/γ) with the im-
plicit requirement that the stability of the trap frequency
is far better than the line width, i.e., δωi  γ. On the
other hand, for long correlation times, time-resolved tech-
niques are usually preferred [34]. However, this approach
requires driving the particle to large amplitudes in order
to achieve a good signal-to-noise ratio which could lead
to particle loss and, more often, to the exploration of
highly non-linear regions of the trap potential.
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FIG. 2: Displacement PSD of a trapped nanoparticle along
the two degrees of freedom monitored at a pressure Pg =
10−3 mbar for a particle of 231 nm radius; also shown are fits
with the mechanical susceptibility. Inset: scanning electron
microscope image of the nanoparticles used.
We remove the problems related to the trapping po-
tential stability by implementing a numerical phase sen-
sitive detection. To this end, it is convenient to move
to a frame rotating at the mechanical frequency ωi. The
motion ui(t) along any axis, i, can be decomposed into
two quadratures Xi(t) and Yi(t) according to ui(t) =
Xi(t) cos(ωit) + Yi(t) sin(ωit). To simplify the notation,
we consider only one degree of freedom and denote its
resonance frequency with ωo. If γ  ωo, the dynamical
3equations for the slowly varying quadratures are:
X˙ +
γ
2
X =
1
mωo
f (1)
Y˙ +
γ
2
Y =
1
mωo
f (2)
(1)
where f (k) are stochastic force terms with autocorrela-
tion functions 〈f (k)(t)f (j)(t′)〉 = δkjδ(t − t′)SFF /2, as-
suming a delta-correlated force noise F , with PSD SF ,
driving the oscillator. The spectra of the two quadra-
tures are then SXX(ω) = SY Y (ω) =
SFF
2(mwo)2
1
ω2+γ2/4 .
Experimentally, these PDSs are obtained by implement-
ing a numerical lock-in amplifier, where we demodulate
the displacement signal uo(t) at a frequency wLO and
filter out the fast varying components at 2ωo. The two
quadratures are still affected by changes of the trap fre-
quencies or by a frequency difference between ωo and the
reference rotation ωLO; if ωo = ωLO + δω their spectrum
will be given by a low frequency Lorentzian peak cen-
tered at δω, of course, if it is a time dependent quantity
the peak will be broadened and the linewidth estimation
is incorrect or even impossible.
However, frequency drifts or offsets are removed if we
look at the amplitude quadrature R =
√
X2 + Y 2. Al-
though obtaining an analytical expression for SRR(ω) is
not trivial, it is numerically straightforward. On the
other hand, it is possible to readily evaluate the power
spectral density (PSD) of SR2R2(ω) which is given by [35]
SR2R2(ω) =
8
γ
1
ω2 + γ2
(
SF
2m2w2o
)2
. (2)
Importantly, the spectrum of R2 is not affected by drifts
or modulations of the resonance frequency as long as
the rotating wave approximation remains valid and any
change remains confined in the detection bandwidth de-
fined by the low pass filters in the demodulation chain.
Here we present data acquired by monitoring a single
nanoparticle of mass m = 9.6± 0.4± 0.9× 10−17 kg [36]
obtained by inducing charge jumps and measuring the
resulting resonance frequency shift. Assuming a nominal
density of ρ = 1850 kg/m3 this corresponds to a radius
of r = 231 ± 7 nm. The frequency stability in our trap
is of the order of δωmax/ωo = 0.003 over a time scale of
an hour. This is dominated by thermal drifts in the elec-
tronics that supply the electrode voltages and as well as
to slowly changing stray fields. At the lowest pressures,
this frequency drift is much larger than the expected line
width. Furthermore, the behaviour along the two axis
are significantly different. Along the trap axis (z -axis in
Fig. 1) the resonance goes through a slow smooth drift,
while in the orthogonal direction (x -axis) there is an ad-
ditional periodic modulation of δωx/2pi = 0.25 Hz with
period of roughly an hour. This can clearly be seen in
Fig. 3 where we show the displacement PSD along both
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FIG. 3: Displacement PSD of a trapped nanoparticle along
the two degrees of freedom monitored. The PSDs refer to
two pressures Pg = 10
−4 mbar (red) and Pg = 2× 10−5 mbar
(blue). The linewidth measured exploiting the R2 spectra are
respectively 28.5± 0.7 mHz and 7.5± 0.5 mHz.
axes at two different pressures (Pg = 10
−4 mbar (red
curves) and Pg = 2 × 10−5 mbar (blue curves)). The
effect of the frequency drift/modulation in the x -axis is
evident by the flattening of the spectral profile. Even
in the z -axis, where the PSD is not strongly perturbed,
the conventional spectral approach yields a reliable line
width measurement only at higher pressures.
In contrast, the linewidth can be determined from the
PSD of R2 as shown in Fig. 4 a, b and c for different pres-
sures along the x -axis. Also shown is a fit to the data us-
ing Eq. 2. The line width follows the expected behaviour
from gas collisions very well despite the frequency mod-
ulation that was clearly visible in the conventional PSDs
in Fig. 3 b. We point out that the modulation in the
secular frequency δωx, at the lowest pressure, is 2500
times larger than the line width γ, illustrating the utility
of this method for extracting narrow linewidths in the
presence of slow, large modulation and drifts in the trap
frequency. To test the accuracy of this approach we fit
the much wider high pressure measurements performed
with the standard spectral method and compare them to
the linewidths obtained from the R2 spectra. We find
perfect consistency between the two methods (see Meth-
ods). The linewidths as a function of pressure, averaged
between the two degrees of freedom, are fitted with a
simple line, i.e., γ = γexc + k Pg, to allow the estimation
of a possible excess damping γexc. The fit is shown in
Fig. 5 along with the 95% confidence bands. With the
same confidence level we find γexc = 18±30µHz which is
consistent with zero confirming that only gas damping is
affecting the particle dynamic. The minimum measured
linewidth is the ultra-low value of 81± 23µHz.
We show in Fig. 4 d, e and f histograms of the am-
plitude quadrature at different pressures. This is the
well known Rayleigh distribution µ(r;σi) = r/σ
2
i e
−r2/σ2i
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FIG. 4: Panels a, b and c: PSD of the square amplitude quadrature for the motion along the x -axis along with a fit following
Eq. 2 for different pressures Pg = 9 × 10−5 mbar, 2 × 10−5 mbar and 3 × 10−7 mbar respectively. Panels d, e and f : Proba-
bility density functions (PDF) of the amplitude quadrature R for the same datasets along with the corresponding Rayleigh
distribution. Each dataset corresponds to a continuous acquisition close to one day.
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FIG. 5: Linewidths averaged over the two degrees of free-
dom measured and with a linear fit (blue) and 95% confidence
bands (green). Also shown is the fit assuming no excess damp-
ing (dashed-grey).
with mean and variance given by 〈r〉 = √pi/2σi and
σ2µ = (4 − pi)σ2i /2, respectively. If the motion along the
i-axis is in thermal equilibrium with the environment we
simply have σ2i = kBT/mω
2
i which is the usual thermal
variance for an harmonic oscillator. The three data sets
have a similar total observation time of the order of one
day. This implies that the number of statistically inde-
pendent points significantly drops when the pressure is
reduced to the minimum value. The sample size goes
from approximately 10000 at Pg = 10
−4 mbar to 100
at Pg = 3 × 10−7 mbar as can clearly be observed in
Fig. 4 d and f. We exploit the properties of the Rayleigh
distribution to verify that the sample size is big enough
to be representative of the distribution. The first two
moments allow an estimation of the motional variance
which can be compared with each other. Specifically,
at Pg = 10
−4 mbar we have ∆σi/〈σi〉 = 0.005 while at
Pg = 3 × 10−7 mbar we find ∆σi/〈σi〉 = 0.08 which is
significantly bigger but perfectly in line with what is ex-
pected from the sample size.
It is clear, from both the PSD spectra and the Rayleigh
distributions of Fig. 4, that the variance of the stochas-
tic motion increases as the pressure is reduced. This
behaviour is also shown as an increase in the effective
temperature as the pressure is reduced in Fig. 6. Here
we plot the effective temperature along both trap axes
as a function of pressure. This calibration does not
rely on the assumption of thermal equilibrium at room
temperature but exploits the absolute calibration avail-
able from using the camera[30]. For the high pres-
sures (Pg > 10
−3 mbar) the mean effective tempera-
ture is 〈T 〉 = 293 ± 3 ± 25 K, where the systematic er-
ror comes from the uncertainty in the mass measure-
ment. The excess force noise leads to an increase in ef-
fective temperature that varies inversely with pressure.
A fit to the average temperature on the two axes gives
Teff = 293(1 + 7.3× 10−6/Pg). We obtain a value for the
excess force noise from the PSD of Sff ' 1×10−38 N2/Hz
(heating rate of 240 MHz). For the nanoparticle illumi-
nated by the detection beam, the back action due to
photon recoil is approximately 4 × 10−43 N2/Hz (9 kHz)
which is insignificant compared to the thermal noise of
10−40 N2/Hz (3 MHz) at 10−7 mbar. Assuming the ex-
cess noise that we observe is dominated by voltage noise
we estimate its value to be
√
SV V ' 10µV/
√
Hz which is
consistent with the measured voltage noise. This is deter-
mined from Sff = (nch e)
2SV V /D
2, where D = 2.3 mm
is the characteristic distance related to the AC electrode
5geometry (see Methods) and nch ' 80 is the number of
charges on the nanoparticle.
Our nanoscale oscillator, with a Q of 1.5×106, com-
pares well with the highest Q-factors ever reported for
relatively low frequency oscillators, particularly for oper-
ation at room temperature. The most notable are bal-
anced torsional oscillators (i.e., QPO) [37, 38] where Qs
of almost 106 are reached for higher oscillation frequen-
cies of a few kHz. A single-crystal silicon oscillator has
demonstrated a linewidth of ∼ 500µ Hz at 300 K [39].
For all these systems, however, only a very limited num-
ber of normal modes have such high Q-factors. This is
in stark contrast with the levitated case described here
where all three translational degrees of freedom of the os-
cillator experience the same dissipative forces, while the
internal modes are completely decoupled as the lowest
modes have frequencies greater than GHz [40].
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FIG. 6: Centre of mass (CoM) effective temperature as a func-
tion of pressure along both x -axis (blue) and z -axis (red); the
average between the two degrees of freedom is fitted assum-
ing a 1/Pg contribution that would rise from a white non-
thermal force noise. A 3 dB temperature increase occurs at
Pg = 7.3× 10−6 mbar. Dashed gray line marks the measured
room temperature of 293 K.
We now describe the use of our narrow linewidth os-
cillator, coupled with our ability to predict the simple
variation of damping with pressure, to put new lim-
its on two dissipative models for wavefunction collapse.
This includes the dissipative continuous spontaneous lo-
calisation (CSL) [41] and the dissipative Dio´si-Penrose
(DP) [16, 17, 42] models. Recently, a microscale oscil-
lator cooled to 20 mK has been used to place stringent
constraints on the CSL model [43, 44]. Its effect on an
oscillator is an additional stochastic force noise which has
a white spectral density SCSL = h¯
2ηCSL that induces a
collapse of the wavefunction. This is characterised by a
collapse strength ηCSL (see methods) which depends on
the geometry and density of the oscillator and upon two
parameters, namely, the collapse rate λ and a charac-
teristic length rC . The conventional CSL model is not
energy conserving and a dissipative version (dCSL) [14]
has been proposed which removes the energy divergence
due to the standard CSL force noise. The additional dis-
sipation determines a finite equilibrium temperature for
any given system and an additional parameter TdCSL is
introduced which characterises the temperature of the
collapse noise. In the dCSL framework, the force noise
is no longer white and for a nanoparticle it has a spec-
tral density [11] SdCSL(ω) = h¯
2ηdCSL[1 +κ
2m2(γ2t +ω
2)]
where γt = γ + γdCSL is the total damping rate and
κ = γdCSL/2h¯ηdCSL. In the limit of an infinite tempera-
ture the standard CSL is recovered.
The DP model has a structure quite similar to the CSL
with the main difference being that the scale of the col-
lapse strength is set by the gravitational constant G, thus
introducing a stronger connection to gravity for the col-
lapse mechanism. The standard DP model is also not
energy conserving, and a dissipative version has been
proposed [15]. Since the collapse strength is fixed, the
dissipative DP (dDP) model is characterised by only two
parameters, namely, the temperature of the collapse noise
TdDP and a cut off distance R0 which plays a similar role
as rC in the dCSL model.
The CSL and DP family of models usually discussed in
the literature predict that the collapse strength for the
centre-of-mass dynamics depends on the intensive and
extensive properties of the bulk material, such as com-
position and shape. This is the version we consider for
dCSL. On the other hand, we can also consider the dDP
model in the single-particle version, which depends only
on the total mass of the system, but not on any other
property of the system (see methods). In the following,
we consider this latter version of the dDP model, while
our experiment does not put significant bounds on the
former one.
For both the dCSL and dDP models, the force noise
sensitivity required to place significant bounds is quite
far from what can be achieved in our current experiment.
However, we can exploit the extremely narrow linewidth
of our oscillator to put significant constraints on these
models. For the levitated oscillator the damping rate is
well defined by the collisions with the surrounding gas
and has a linear dependence with pressure. This allows
us to extrapolate its value at zero pressure with any offset
potentially due to the collapse process. We find an upper
limit for the damping rate due to the collapse mechanisms
of γcm ≤ 48µHz at the 95% confidence level which is
compared to the predictions from the models.
Exploiting this upper limit we derive new bounds for
dCSL which are shown in Fig. 7a. These new bounds as-
sume different dCSL temperatures. When TdCSL = 1 K
our bounds are comparable to existing ones [45]. How-
ever, when TdCSL is reduced to 10
−7 K [11] the excluded
parameter space is significantly increased reaching a min-
imum collapse λ ' 10−14 s−1 for an rC = 1.5µm. Re-
markably, for these values the force noise sensitivity re-
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FIG. 7: Experimental bounds on dissipative collapse models. a Exclusion region for the dCSL parameters λ and rC . Continuous
lines: upper bounds from current line width measurements for a 231 nm radius silica particle at 3 × 10−7 mbar for different
values of TdCSL: 1 K (blue), 10
−2 K (yellow), 10−4 K (green) and 10−7 K (red). The dashed lines are the expected improved
bounds from future measurements on a 10µm radius silica particle; same color code for TCSL. The green region corresponds
to upper bound from LISA pathfinder [45] and the grey region is the lower bound from theoretical arguments [46, 47]. The
black markers refer to the Adler [48, 49] (top) and GRW [41] (bottom) values. b Exclusion region for the single-particle dDP
model. The darker green corresponds to the bounds from the current experiment. The lighter green region is the expected
improved bounds from future measurements on a 10µm radius silica particle. We chose to limit the temperature to the lowest
conjectured value of 10−18 K associated with Hawking radiation from a supermassive black hole [50, 51]. CMB marks the
cosmic microwave background temperature.
quired to place an equivalent bound on both CSL and
dCSL is ∼ 10−50 N2/Hz which would be achievable only
for a thermal particle at a pressure of ∼ 10−15 mbar (as-
suming the same particle size).
The excluded parameter space for the dDP model in
the single-particle version is shown in Fig. 7b. The value
for R0 originally proposed by Dio´si is excluded on an ex-
tremely wide temperature range from 10−10 K to 1010 K
while at the GRW value the exclusion is limited to very
unrealistic TDP values. A value considered reasonable
is the cosmic microwave background (CMB) tempera-
ture [11]; in this case the excluded R0 goes from 10
−18 m
to 10−12 m. Interestingly, the excluded region has no
upper bound and extends to T∞ for increasingly smaller
values of R0.
In conclusion we have demonstrated that a narrow
linewidth, high Q, levitated nano-oscillator can be cre-
ated by trapping nanoparticles in the Paul trap. We
show that, even in the presence of voltage noise from
the electronics, the trap is stable enough to measure a
record low mechanical linewidth of ∼ 80 µHz at room
temperature. This compares well with other high-Q low
frequency oscillators that typically achieve similar per-
formances at cryogenic temperatures. Using the narrow
linewidth of this oscillator we place new constraints on
two dissipative models for wavefunction collapse, namely
the continuous spontaneous localisation and the Dio´si-
Penrose in the single-particle version. By utilising lower
noise electronics, and a larger mass oscillator which can
be incorporated in this system, we expect to be able to
provide even more stringent limits on standard and dissi-
pative collapse models in the future. Considering a 10µm
radius silica particle, and measuring a linewidth an order
of magnitude smaller than measured here, would have
a significant impact. In the case of the dCSL it would
allow us to almost entirely exclude the λ-rC parameters
subspace for the lowest TdCSL [46, 47]. In the case of
the dDP, we could exclude R0 values almost two orders
of magnitude larger at the CMB temperature. Finally, if
such a particle is thermal at Pg ∼ 10−10 mbar our system
would allow us to probe the standard CSL for collapse
rates approaching 10−13 s−1 at a characteristic length of
∼ 6µm thus extending well beyond the current bounds.
7METHODS
Trap and detection
The linear Paul trap, described in the main text, is
characterised by 4 parameters, two of which relate to
the actual trap geometry and two to the efficiency co-
efficients that quantify non-perfect quadratic potentials.
The former are the distance between the centre of the
trap and the AC and DC electrodes, respectively where
ro = 1.1 mm and zo = 3.5 mm. The latter are η = 0.82
which represents the quadrupolar coefficient of the multi-
pole expansion of the AC pseudo-potential and κ = 0.086
which is the quadratic coefficient of the DC potential at
the trap centre [52, 53]. These are calculated with nu-
merical simulations based on the finite element method
(FEM). The Mathieu stability parameters are given by:
ax = ay = −1
2
az = − q
m
4κUo
z2o ω
2
d
qx = −qy = q
m
2ηVo
r2o ω
2
d
, qz = 0
(3)
where Uo and Vo are respectively the DC potential and
the amplitude of the AC field, q is the total electric charge
and m is the mass of the particle. Typical values for the
DC voltage are from 50 to 150 V, while for the AC we
have amplitudes between 100 and 300 V with frequencies
from 1 to 5 kHz. A detailed characterisation of the trap,
its stability and the loading approach can be found in
Ref. [27]. Finally, additional information on the detection
scheme implemented and its potential improvements can
be found in Ref. [30].
Effect of voltage noise
The most important contribution to the force noise
acting on the nanoparticle is voltage noise from the AC
electrodes. Its evaluation requires the knowledge of the
electric field near the trap centre which was obtained
from finite element modelling simulations based on our
trap voltages and geometry. With a voltage V applied
on both AC electrodes, and taking contributions up to
the first order, we obtain
E(x, y)
V
=
(
1
D
+
< x >
D1
)
xˇ+
(
1
D
+
< y >
D1
)
yˇ (4)
where < x > and < y > are the mean particle posi-
tions, D = 2.3 mm and D1 = 1.5µm. Assuming uncor-
related voltage noise and that the particle is at the trap
centre, the force noise PSD can then be evaluated by
Sff = (ncn e)
2SV V /D
2 [54] which gives a voltage noise
of
√
SV V ' 10µV/
√
Hz, as in the main text. This value,
however, is a rough estimation for several reasons: first,
it assumes the particle is perfectly positioned in the trap
centre and variations of the the mean position over the
long experimental times could lead to deviations of the
measured temperatures at low pressure (Fig. 6). Sec-
ondly, from geometrical considerations, the force noise
on the particle due to voltage noise on the electrodes
should significantly lower along the z -axis (endcaps); this
is clearly not the case and suggests a significant cross-
coupling between degrees of freedom likely to be due to
non-linearity in the potential. Finally, since the thermal
induced variance along x and y is greater than D1, volt-
age noise is actually a multiplicative noise and a detailed
would require a more sophisticated model.
Collapse rates
In the dCSL model the collapse strength, ηdCSL, for a
spherical particle of radius r and homogeneous density ρ
is given by [11]:
ηdCSL =
3λr2Cm
2
(1 + χC) r4m20
[
1− 2r
2
C (1 + χC)
2
r2
+ e
− r2
r2
C(1+χC)
2
(
1 +
2r2C (1 + χC)
2
r2
)]
, (5)
where m is the total mass of the system, m0 is the nu-
cleon mass, χC = h¯
2/(8makBTdCSLr
2
C), and TdCSL is the
thermalisation temperature. In the limit of no dissipa-
tion, TdCSL → ∞, we have χC → 0, and thus one re-
covers the collapse strength of the standard CSL model,
ηdCSL → ηCSL. On the other hand, in case of strong dis-
sipation when a rC(1+χC), we obtain an approximate
expression
ηdCSL =
mmaλrC
2a3m20(1 + χC)
2
min
[
1,
r3
r3C(1 + χC)
3
]
(6)
where ma is the average mass of a nucleus (' average
atomic mass), and a is the lattice constant [55]. Finally,
the dissipation rate is given by γdCSL = ηdCSL4r
2
CχC(1 +
χC)ma/m.
The calculation for the dDP model under the assump-
tion of a homogeneous sphere can be carried out similarly
as for the dCSL model. Specifically, we find the following
collapse strength:
ηdDP =
Gm2a√
pir6h¯
[√
pir3Erf
(
r
R0(1 + χ0)
)
+ (1 + χ0)R0
{
r2
(
e
− r2
(1+χ0)
2R20 − 3
)
+ 2(1 + χ0)
2R20
(
1− e−
r2
(1+χ0)
2R20
)}]
(7)
8where χ0 = h¯
2/(8makBTdDPR
2
0), and TdDP is the ther-
malisation temperature. In the limit of no dissipation,
TdDP →∞, we have χdDP → 0, and the collapse strength
of the standard DP model is recovered, ηdDP → ηDP [55].
Using a lattice model for the crystal structure we obtain
an approximate formula for the case of strong dissipation,
a R0(1 + χ0), given by
ηdDP =
Gmma
6
√
pia3h¯
min
[
1,
r3
R30(1 + χ0)
3
]
(8)
The damping rate for the dDP model is given by γdDP =
ηdDP4R
2
0χ0(1 + χ0)ma/m.
The CSL and DP family of models share many com-
mon features, among which the amplification of the col-
lapse strength with the size of the system [56]. Such
an amplification mechanism is supposed to accomplish a
dual task: on the one hand, agreement with the quantum
mechanical predictions for very small systems, and that
classicality emerges for large systems [57]. The amplifica-
tion mechanism has its origin in microscopic derivations
where the centre-of-mass dynamics of a bulk material is
obtained starting from the dynamics of nucleons or nu-
clei. In the present case this is reflected in geometrical
factors ηdCSL and ηdDP that describe the effect of the
intensive and extensive properties of the system on the
centre-of-mass dynamics. In the above formulae we have
chosen the nuclei as the building blocks of the models,
motivated by considerations about gravity in the Newto-
nian regime [58].
However, one could also postulate that the centre-of-
mass motion is always in the single-particle form. In
particular, one can require that the centre-of-mass dy-
namics depends only on the total mass m of the sys-
tem, but not on other intensive or extensive properties
of the bulk system. This latter choice is suggestive of a
hypothetical underlying theory of spontaneous collapse
models, which includes notions of Einstein’s General rel-
ativity [59]. In this latter case, one has that the col-
lapse strengths are given by ηdCSL =
λm2
2m20r
2
C(1+χC)
5 and
ηdDP =
Gm2
6
√
pih¯R30(1+χ0)
3 , and the dissipation rates are ob-
tained by replacing ma with m and a with r in the cor-
responding formulae.
Linewidth measurement
In order to verify the accuracy of the R2 method to
measure the linewidth we compare the low pressure data
with the fit obtained exclusively with the high pres-
sure measurements performed with the standard spectral
method using the PSD. This is shown in Fig. 8 where the
line widths along the two monitored axes are fitted sepa-
rately. All the low pressure measurements are consistent
with the expected behaviour.
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FIG. 8: Measured linewidths as a function of pressure along
both x -axis (blue) and z -axis (red) obtained from the R2 spec-
tra. Inset: linewidth measured at high pressure by standard
spectral analysis. The dashed line is a fit of the expected 1/Pg
behavior. Only the data in the inset have been used for the
fit.
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